


Common technical data (extract)

controllere
DP+Ethernet AC1365 (AC1366)

Advantages and customer benefits

• Safety at Work diagnosis
The integrated diagnostic tool enables the detection
of connected safety slaves and their status.
All status information can be read from the connected
safety monitors and evaluated via the fieldbus inter-
face or the integrated display. This enables selective
user guidance for fault rectification.

• Local diagnosis
Clearly visible status LEDs indicate important AS-i and
fieldbus operating states. They can be seen from a
distance and indicate the correct operation (green) or
certain selected operating modes, e.g. projection mode
(yellow), faults such as missing slaves (red).
The text display shows detailed information referring
to the fault location and a clear fault number. This
allows service without complex diagnostic software in
the PLC.

• AS-i to specification 3.0
As M4 masters the devices support the automatic
exchange of data with all slaves to the AS-i specifica-
tion 3.0. Therefore A/B slaves with four inputs and
outputs or analogue A/B slaves can now also be used.

• PLC function / programming to IEC 61131-3
The programming environment CoDeSys includes the
languages FBD, IL, LD, SFC and ST.
Recipe management, data tracing and visualisation are
part of the software as well as the convenient configu-
ration of the AS-i master. A complete I /O check is pos-
sible via the graphical user interface.

Application
The AS-i controllere family can be used in a wide range
of different applications. It is indispensable wherever
decentralised I /Os, modular design and high performance
in the gateway are important. These gateways are firmly
established in conveying, special purpose machinery,
handling technology and food industry.
Gateway operation and structure of the data fields are
the same for all fieldbuses. This is the constant factor in
projection work for users who have to work with differ-
ent fieldbuses.

Number of AS-i masters [pcs.]

Number of slaves per master
max. pcs.

AS-i master profile

Total current consumption [mA]

Operating temperature [°C]

Protection rating

Full graphic display,
resolution pixels

Diagnostic text messages

Indication 24 V voltage LED

Indication peripheral fault LED

Indication PLC RUN LED

Housing material

Indication LED
Projection mode

Products

Description Order
no.

controllere (DP) with one AS-i master AC1365

controllere (DP) with two AS-i masters AC1366

controllere (DP+ETN) with one AS-i master AC1355

Programming software IEC61131-3 AC0340

controllere (DP+ETN) with two AS-i masters AC1356

controllere (Ethernet / IP) with one AS-i master AC1327

controllere (Ethernet / IP) with two AS-i masters AC1337

controllere (CANopen) with one AS-i master AC1331

controllere (CANopen) with two AS-i masters AC1332

SmartLink (DP) with one AS-i master AC1375

AS-i gateway (DP) with two AS-i masters AC1376
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IP 20
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For further technical data please go to: www.ifm.com
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