


For further technical data please go to: www.ifm-electronic.com

Technical data
Operating voltage:
without LED 250 V AC / 300 V DC
with LED 10...36 V DC
Nominal current: 4 A (cURus 3 A)
Protection rating: IP 67, IP 68, IP 69 K

in locked condition with
the matching counterpart.

Tightening torque of the nut: 0.6...1.5 Nm
Operating temperature: -25...90 °C
Vibration / shock: 750 g, 1 million cycles
Cable characteristics: drag chain > 5 million cycles

Materials:
Housing / moulded body: TPU
Contact carrier: TPU
Coupling nut: CuZn/Ni
Contacts: gold-plated
Sealing ring: Viton
Cable: PUR, halogen-free, 4 x 0.34 mm2, Ø 4.9 mm

Approvals:
cURus
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Connection technology

Type Description Order no.

NEW

2 m EVC001

5 m EVC002

10 m EVC003

Order no.
Not

applicable

2 m EVC004

5 m EVC005

10 m EVC006

2 m, LED EVC007

5 m, LED EVC008

10 m, LED EVC009

Applications:
Factory automation, machine tool industry, construction of machinery, hydraulics
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Example EVC004
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Socket M12, 4-pole

E10906

E10907

E10908

E10900

E10901

E10902

E10903

E10904

E10905


