
Ecolab GmbH & Co. OHG
P.O. Box 130406

D-40551 Düsseldorf

certifies that for

ifm electronic gmbh
Teichstraße 4

D-45127 Essen

material resistance tests

were performed with P3-topax 56, P3-topax 65,
P3-topactive DES and demineralized water as a
zero valent factor.
The material resistance of the tested sensors of
the series OG-wetline, as well as the cable mate-
rials of the M12 series for the food industry to
the P3 products used in the test can be conside-
red to be positive according to the cleaning pro-
cedure mentioned overleaf.

Düsseldorf, 19.03.2002

i.A. T. Tyborski

i.V. R. Laaff



Test procedure

Henkel-Ecolab-test F&E Nr. 40-1
Dipping test:

complete immersion
in solutions

Test period: 28 days
Temperatures:

10h –10°C; 10h +40°C; 4 h for
heating/cooling down (per day)

Analysis:
Gravimetric: mass difference in %
visual judgement like swelling,
embrittlement, discolouring
compared to zero-valent factor
(demineralized water)
Test report to ifm electronic
dated 19.04.2001

This certificate is based on

• documented test procedures (test no.: F&E/
P3-E Nr. 40-1) according to material resistance

• defined product descriptions
• customized cleaning procedure

Product specification

P3-topax 56: Acid foam cleaning agent
for the food industry

P3-topax 65: Alkaline foam cleaning agent
for the food industry

P3-topactive DES: Acid disinfectant
for the food industry

Cleaning plan

Product specification series OG-wetline


